WOOD INSERTS
& FIREPLACES

WHY CHOOSE R EGENCY?
At Regency, our past 40 years have been focused on providing a high-level of service while building high-quality and reliable products that our
customers can enjoy for years to come.
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COST-EFFICIENT

renewable
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affordable

beautiful

R EGENCY WOOD PRODUCTS

wood, produce fewer emissions, and get longer burns while
keeping your home warm all year long.

$

Using more of the wood’s available energy means less
loading, less chopping, less effort, and most importantly
Regency wood products.

Every product is backed by our lifetime limited warranty, and
our hybrid products offer a 10-year, 100% warranty on the
original combustor. The best in the industry!

Regency wood products are manufactured right here
in North America using high-quality thick gauge steel.
All Regency products are designed from the ground up to be
durable and to last generations.

Triple stage burn technology delivers a system of highwith less wood, less loading and less effort.
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Hi1150 shown in timberline brown.

H AMPTON®

Hi1150 Small Non-Catalytic Wood Insert

increase the value of your home with this beautiful Hampton insert.

FEATURES

OPTIONS

SPECIFIC ATIONS

55,000

Metallic black or timberline brown
Decorative cast iron grille

600 - 1,200
2-speed blower
Power outlet conversion

EPA Efficiency

18"

Heavy-duty cast hinges that will never bend or break
Solid forged steel adjustable cam lock ensures a tight

Up to 8 hours

(5.5" DIA) in 25 ft. and 35 ft. lengths

door seal over time

Wrap insulation kits

Side-mounted air adjustment

Flue connectors

Emissions
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1.7 g/h
1.3 cu. ft.
6"

Non-obtrusive air wash curtain keeps glass clean
Heavy gauge steel log retainers to stop logs from rolling

75% LHV / 70% HHV

MIN. FIREPL ACE OPENING

Depth (standard flue adapter)

15"

Depth (offset flue adapter)

18-1/16"

NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.

Ci1150 small wood insert.

R EGENCY ALTER R A®

FEATURES

Ci1150 Small Non-Catalytic Wood Insert

OPTIONS

SPECIFIC ATIONS

55,000

Regular or custom made backing plates
Cast iron faceplate provides additional radiant heating

600 - 1,200

Heavy-duty cast hinges that will never bend or break
Solid forged steel adjustable cam lock ensures a tight

(5.5" DIA) in 25 ft. and 35 ft. lengths

door seal over time

Flue connectors

Front-mounted air adjustment

Wrap insulation kits

EPA Efficiency

75% LHV / 70% HHV
18"
Up to 8 hours

Emissions

1.7 g/h

Non-obtrusive air wash curtain keeps glass clean

1.3 cu. ft.

Heavy gauge steel log retainers to stop logs from rolling

6"

Flush mount 2-speed blower
MIN. FIREPL ACE OPENING

Depth (standard flue adapter)

15-1/8"

Depth (offset flue adapter)

18-1/8"

NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.
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i1150 shown with nickel accent door & oversize backing plate.

R EGENCY CL ASSIC™

FEATURES

i1150 Small Non-Catalytic Wood Insert

OPTIONS

SPECIFIC ATIONS

55,000

Cast iron door with heat radiating
ceramic glass in black or nickel accent
Heavy-duty cast hinges that will never bend or break
Solid forged steel adjustable cam lock ensures a tight

(black trim included)

door seal over time

Variable-speed blower

600 - 1,200
EPA Efficiency

18"
Up to 8 hours

Front-mounted air adjustment

Emissions

Air operating safety tool

1.7 g/h

(5.5" DIA) in 25 ft. and 35 ft. lengths

1.3 cu. ft.

Non-obtrusive air wash curtain to keeps glass clean

Wrap insulation kits

6"

Heavy-gauge steel log retainers to stop logs from rolling

Flue connectors

Welded ash lip will never bend or break
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75% LHV / 70% HHV

MIN. FIREPL ACE OPENING

Depth (standard flue adapter)

13-3/4"

Depth (offset flue adapter)

16-1/2"

NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.

i1500 shown with black door and regular backing plate.

R EGENCY CASCADES™

FEATURES

i1500 Small Hybrid Wood Insert

OPTIONS

SPECIFIC ATIONS

55,000

Cast iron door with heat radiating
ceramic glass in black or nickel accent
Heavy-duty cast hinges that will never bend or break
Solid forged steel adjustable cam lock ensures a tight

(black trim included)

door seal over time

Variable-speed blower

600 - 1,200
EPA Efficiency

18"
Up to 10 hours

Front-mounted air adjustment & catalytic bypass

Emissions

Air & bypass safe operation tool
Digital catalytic temperature monitor helps your stove

Non-obtrusive air wash curtain keeps glass clean
Heavy gauge steel log retainers to stop logs from rolling

84% LHV / 77.70% HHV

1.0 g/h

(5.5" DIA) in 25 ft. and 35 ft. lengths

1.3 cu. ft.

Wrap insulation kits

6"
MIN. FIREPL ACE OPENING

Welded ash lip will never bend or break
10-year 100% coverage on the original catalyst

Depth (standard flue adapter)

13-3/4"

Depth (offset flue adapter)

16-1/2"

NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.
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i2450 shown with nickel accent door & oversize backing plate.

R EGENCY CL ASSIC™

FEATURES

i2450 Medium Non-Catalytic Wood Insert

OPTIONS

SPECIFIC ATIONS

75,000

Cast iron door with heat radiating
ceramic glass in black or nickel accent
Heavy-duty cast hinges that will never bend or break

Nickel convection grilles

Solid forged steel adjustable cam lock ensures a tigh
door seal over time

(black trim included)

Side-mounted air adjustment

2-speed blower

72% LHV / 67% HHV
18"
Up to 10 hours

Emissions

Air operating safety tool
Non-obtrusive air wash curtain keeps glass clean

1,000 - 2,200
EPA Efficiency

1.4 g/h

(5.5" DIA) in 25 ft. and 35 ft. lengths

2.3 cu. ft.

Wrap insulation kits

6"

Flue connectors
Welded ash lip will never bend or break
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MIN. FIREPL ACE OPENING

Depth (standard flue adapter)

17"

Depth (offset flue adapter)

--

NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.

i2500 shown with nickel accent door & regular backing plate.

R EGENCY CASCADES™

i2500 Medium Hybrid Wood Insert

wood throughout the year.

FEATURES

OPTIONS

SPECIFIC ATIONS

78,000

Cast iron door with heat radiating
Heavy-duty cast hinges that will never bend or break

ceramic glass in black or nickel accent

Solid forged steel adjustable cam lock ensures a tight

Nickel convection grilles

door seal over time
Side-mounted air adjustment & front-mounted

(black trim included)

catalytic bypass

2-speed blower

Non-obtrusive air wash curtain keeps glass clean

82% LHV / 76% HHV
18"
Up to 12 hours

Emissions

Air & bypass safe operation tool
Digital catalytic temperature monitor helps your stove

1,000 - 2,200
EPA Efficiency

1.0 g/h

(5.5" DIA) in 25 ft. and 35 ft. lengths

2.3 cu. ft.

Wrap insulation kits

6"
MIN. FIREPL ACE OPENING

Welded ash lip will never bend or break
10-year 100% coverage on the original catalyst

Depth (standard flue adapter)

17"

Depth (offset flue adapter)

--

NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.
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Hi2450 shown with regular faceplate in metallic black.

H AMPTON®

Hi2450 Medium Non-Catalytic Wood Insert

FEATURES

OPTIONS

SPECIFIC ATIONS

75,000

Metallic black or timberline

1,000 - 2,200
Heavy-duty cast hinges that will never bend or break

2-speed blower

Solid forged steel adjustable cam lock ensures a tight
door seal over time

Decorative cast iron grille

Side-mounted air adjustment

Power outlet conversion

EPA Efficiency

18"
Up to 10 hours
Emissions

Non-obtrusive air wash curtain keeps glass clean

72% LHV / 67% HHV

1.4 g/h

(5.5" DIA) in 25 ft. and 35 ft. lengths

2.3 cu. ft.

Wrap insulation kits

6"

Flue connectors
MIN. FIREPL ACE OPENING
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Depth (standard flue adapter)

17"

Depth (offset flue adapter)

--

NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.

Hi500 shown with decorative cast iron grille (digital catalytic monitor not shown).

H AMPTON®

Hi500

FEATURES

Large Hybrid Wood Insert

OPTIONS

SPECIFIC ATIONS

78,000

Metallic black or timberline
Heavy-duty cast hinges that will never bend or break
Solid forged steel adjustable cam lock ensures a tight

up to 2,600
Flush mount 2-speed blower

door seal over time
Front-mounted air adjustment & catalytic bypass

EPA Efficiency
22"

Decorative cast iron grille

Up to 14 hours

Digital catalytic temperature monitor helps your stove
custom made to order

Emissions

1.3 g/h
2.6 cu. ft.

Non-obtrusive air wash curtain keeps glass clean

6"

Heavy gauge steel log retainers to stop logs from rolling
110° opening door for easy loading

(5.5" DIA) in 25 ft. and 35 ft. lengths

10-year 100% coverage on the original catalyst

Wrap insulation kits

MIN. FIREPL ACE OPENING

Depth (standard flue adapter)
Depth (offset flue adapter)
NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.

--
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R EGENCY PRO-SER IES™

FEATURES

Ci2700 Large Hybrid Wood Insert

OPTIONS

Heavy-duty cast hinges that will never bend or break
Solid forged steel adjustable cam lock ensures a tight

Concealed 2-speed blower

door seal over time
Front-mounted air adjustment & catalytic bypass
Digital catalytic temperature monitor helps your stove
in 25 ft. and 35 ft. lengths
Wrap insulation kits
Non-obtrusive air wash curtain keeps glass clean
Heavy gauge steel log retainers to stop logs from rolling
110° opening door for easy loading
10-year 100% coverage on the original catalyst
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Ci2700 shown with contemporary faceplate & oversized backing plate.

SPECIFIC ATIONS

78,000
up to 2,600
EPA Efficiency
22"
Up to 14 hours
Emissions

Regular Backing Plate

1.3 g/h
2.6 cu. ft.
6"

MIN. FIREPL ACE OPENING

Depth (standard flue adapter)
Depth (offset flue adapter)

-Oversized Backing Plate

Custom Backing Plate

NOTE: The ember protection shown in these images may not accurately reflect the ember protection dimensions required for your area.
* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation. Refer to page 18 for BTU calculation method.
** Varies depending on home floor plan, house layout, heat loss of the house and quality/moisture content of wood.
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WOOD TECHNOLOGY
CASCADES SERIES COMBUSTOR
wood, less loading & less effort.

Provides better distribution of the flame over the catalyst
and extends the life of the catalyst.

The secondary air tubes,
working with the catalyst,
ensure the fuel is burned to
its full potential; resulting in
low emissions and high heat
output.

COMBUSTOR
Create consistent heat by
re-burning wood smoke
particles that would
normally go up the chimney.

AIRWASH SYSTEM

HIGH PERFORMANCE
BRICKS

Keeps the glass clean and
provides an excellent view
of the fire.

Provides superior insulation
and heat reflection.

OPTIONAL BLOWER

COMBUSTION AIR

The blower distributes
heat throughout the room.
Blower cassette can be
removed for cleaning.

Air from the room is drawn
in for primary & secondary
combustion.

NOT SHOWN IN THE DIAGRAM

Ensures airtight seal for controlled airflow.

WATCH
OUR VIDEOS
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WOOD TECHNOLOGY
PRO SERIES COMBUSTOR

The secondary air tubes, working with the catalyst,
ensure the fuel is burned to its full potential; resulting
in low emissions and high heat output.

Provides better distribution of the flame over the catalyst
and extends the life of the catalyst.

PRO SERIES COMBUSTOR
Create consistent heat by
re-burning wood smoke
particles that would
normally go up the chimney.

AIRWASH SYSTEM
Keeps the glass clean and
provides an excellent view
of the fire.

SINGLE LEVER AIR CONTROL

HIGH PERFORMANCE
BRICKS

Easily controls the heat output
and intensity of the fire by
adjusting the amount of air
intake.

Provides superior insulation
and heat reflection.

OPTIONAL BLOWER

COMBUSTION AIR

The blower distributes
heat throughout the room.
Blower cassette can be
removed for cleaning.

Air from the room is drawn
in for primary & secondary
combustion.

NOT SHOWN IN THE DIAGRAM

Ensures airtight seal for controlled airflow.

WATCH
OUR VIDEOS
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ACCESSOR IES
CAST IRON DOORS

(Classic & Cascade Series only)

Black cast iron door
(includes black hinge caps)

Nickel accent cast iron door
(includes nickel hinge caps)

POWERFUL BLOWER

This powerful blower can dramatically increase the circulation of heat in
your home. It includes an automatic heat sensor which turns the blower
on & off at predetermined temperatures.

SPECIFICATIONS R ECAP
SPECIFIC ATIONS

EPA Efficiency

Emissions

Hi1150

Ci1150 / i1150

i1500

i2450

i2500

Hi2450

55,000

55,000

55,000

75,000

78,000

75,000

78,000

600 - 1,200

600 - 1,200

600 - 1,200

1,000 - 2,200

1,000 - 2,200

1,000 - 2,200

up to 2,600

75% LHV
70% HHV

75% LHV
70% HHV

84% LHV
77.70% HHV

72% LHV
67% HHV

82% LHV
76% HHV

72% LHV
67% HHV

LHV
74% HHV

18"

18"

18"

18"

18"

18"

22"

Up to 8 hours

Up to 8 hours

Up to 10 hours

Up to 10 hours

Up to 12 hours

Up to 10 hours

Up to 14 hours

1.7 g/h

1.7 g/h

1.0 g/h

1.4 g/h

1.0 g/h

1.4 g/h

1.3 g/h

1.3 cu. ft.

1.3 cu. ft.

1.3 cu. ft.

2.3 cu. ft.

2.3 cu. ft.

2.3 cu. ft.

2.6 cu. ft.

6"

6"

6"

6"

6"

6"

6"

* Length of burn time and BTU range depend on type of wood, moisture content, climate conditions and installation.

and dividing by the proven burn time at the high heat setting.
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Hi500 / Ci2700

